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AMZ
AMZ steht für automatische Materialzuführung. 

Die AMZ ermöglicht das automatische Zuführen von  

Metallschienen zu einer Stanzmaschine. 

Es können verschiedene Materialsorten von unterschiedli-

cher Breite oder Dicke verarbeitet werden und nacheinander 

abgearbeitet werden. Dies erfordert bei einem Wechsel der 

Art der Metallschienen nur ein kurzes manuelles Eingreifen. 

So kann der Produktionsablauf optimal vorbereitet werden. 

Sobald die Maschine gestartet wurde, braucht der Bediener 

sich nicht weiter mit der Zuführung des Materials zu be-

schäftigen, sodass er in dieser Zeit z.B. die Produktionsteile 

sortieren und weiterverarbeiten kann. 

Die AMZ kann zusätzlich als ein kleines Zwischenlager ge-

sehen werden.

AMZ stands for automated material loading. 

AMZ enables automated loading of metal bars into our 

punching machines. 

Different materials types (thickness/width) can be pro-

cessed successively. This only requires a short manual inter-

vention when changing the type of metal bars, which allows 

for an ideal preparation of the production process. 

As soon as the machine has been started, the operator no 

longer needs to deal with feeding in the material, and can 

sort and further process the production parts during this 

time. 

The AMZ can also be seen as a small intermediate storage 

facility.


